
RECOMMENDED ACCESSORIES:

ADDITIONAL OPTIONS:
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SECURITY+ 2.0 COMMERCIAL 
ACCESS CONTROL RECEIVER

Standa lone rece iver  prov ides  h igh-
capac i ty  commerc ia l  access  fo r  a 

ga te  or  commerc ia l  door  opera tor.

HEATER 
For  use  in  ex t reme co ld 

env i ronments ;  115V and 575V 
(G6518300) , 208V and 460V 

(G6519084) .

SECURITY+ 2.0 LEARNING 
REMOTE CONTROL

Eas i l y  programmable  to  cont ro l  up  
to  2  (892LT)  o r  4  (894LT)  garage  

o r  ga te  opera tors ;  compat ib le  
w i th  Secur i ty+ ® and can clone  

any  L i f tMaster ® D IP  techno logy.
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I N D U S T R I A L  A C  B A R R I E R  G A T E  O P E R A T O R
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HEAVY-DUTY RETRO-  
REFLECTIVE PHOTO EYE  

Rated up to  a  40- foot  sens ing  
d is tance and 24–240VAC/DC; 

 non-moni tored .

TIMER-TO-CLOSE   
Opt iona l  module , p rogrammable  
to  1–1,024 seconds fo r  the  un i t  

to  automat ica l l y  close .

PRIMARY/SECONDARY 
CONFIGURATION    

Al lows for  reverse  cab inet / 
ro ta t ion  conf igura t ion .
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RELIABLE
HEAVY-DUTY COMMERCIAL MOTOR WITH 1/2  HP FOR STRONG, DEPENDABLE 
PERFORMANCE.

ACCESSIBLE LIMIT SETTINGS  ADD CONVENIENCE TO UNIT  INSTALLATION  
AND MAINTENANCE.

11-GAUGE STEEL ENCLOSURE  FOR DURABIL ITY  AND WEATHER RESISTANCE.

24-FT. WISHBONE ARM WITH RED AND WHITE STRIPES AND  
2 COUNTERWEIGHTS INCLUDED.

SECURITY+ 2.0 SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND S IGNAL 
TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE.

SAFE AND SECURE

SMART
CONTROL INPUTS ALLOW CONNECTION OF OPTIONAL EXTERNAL DEV ICES  
FOR SAFETY AND ACCESS CONTROL.  

SAMS (SEQUENCED ACCESS MANAGEMENT SYSTEM) PROVIDES CONTROL  
BETWEEN BARRIER AND SL IDE/SWING GATE OPERATOR TO MAXIMIZE  
TRAFF IC  FLOW.

R e l i a b l e  g e a r - d r i v e n  b a r r i e r  o p e r a t o r  f o r  

h e a v y - d u t y  i n d u s t r i a l  a p p l i c a t i o n s .

I N D U S T R I A L  A C  B A R R I E R 
G A T E  O P E R A T O R
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SECURITY+ 2.0®

CONTINUOUS-DUTY 1/2 HP 
AC COMMERCIAL MOTOR
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INDUSTRIAL AC BARRIER  

GATE OPERATOR

POWER
 - 115/208/230VAC 

S ing le  Phase—60Hz

 - 208/230/460/575VAC 

3  Phase

 - Accessory  Power 

1—24VAC 

1—115VAC (Ava i lab le  On ly  
w i th  the  115V Mode l )

S T A N D A R D  F E A T U R E S . S U P P O R T . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion 
fo r  You, V is i t 
L i f tMaster.com/Solut ion-Generator 

 

Sales  Suppor t :  800.282.6225 
Techn ica l  Suppor t  Center : 800.528.2806 
To Order :  800.323.2276 

 - 1/2 HP  Cont inuous-Duty  Motor

 - Wormgear  Reduct ion  60 :1  Reducer  in  O i l  Ba th

MECHANICS

 - Metal  Frame  11-Gauge Pre-Ga lvan ized Stee l

 - UL ® 325 : C lass  I , I I , I I I  and IV

 - Weight : Opera tor—350 lbs .

COMMERCIAL-GRADE DESIGN

Max. Ga te  (Length )—24 f t .
DIMENSIONS

CAPACITIES
Max. Ga te  (Weight )—50 lbs .

Cycles—25/Hour

RIGHT- OR LEFT-HANDED OPERATION
 - Prov ides  F lex ib i l i t y  to  Fi t  Your  App l ica t ion 
and Ease o f  Ins ta l la t ion

850LM RADIO RECEIVER
 - Un iversa l  Rece iver  fo r  Commerc ia l 
App l ica t ions
 - V i r tua l l y  E l imina tes  In ter ference  
and Improves  Range to  Access  
Your  Home or  Fac i l i t y

POWER ON/OFF SWITCH 
 

REMOVABLE TOP AND SIDE  
PANELS FOR EASY ACCESS 

 - S tores  up to  150 Remote  Cont ro ls

SPEED
11  

Seconds  
to  Open

11  

Seconds  
to  C lose


